
Modular Installation Devices, Mounting Depth 55 mm  >N<
Monitoring Devices

7LQ2 1 dusk switches
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■ Selection and ordering data

■ Dimensional drawings

■ Schematics
If the device measures a light level below the set value or if the 
device is no-voltage, the contacts are in the position shown.
• If the surrounding light level increases by approx. 30 to 100 % 

above the set value, the light is switched off after the set time delay. 
• If the surrounding light level falls below the set value, the light is 

switched on after the set time delay.

Ue Ie Uc MW Order No. Weight
1 unit
approx.

PS*/
P. unit

V AC A V AC kg Unit(s)

7LQ2 100-1

Dusk switches 55 mm

setting range 2 ... 500 lux

1-channel version, 
with light sensor
for surface mounting, IP55

250 16 230 2 7LQ2 100-1 0.210 1

Replacement light sensors

with watertight/resistant resin molding material, heat-resistant to 
70 °C

degree of protection IP55, for 7LQ2 100 and 7LQ2 101,
for surface mounting, 2 ... 500 lux

7LQ2 910 0.060 1

7LQ2 100-1 7LQ2 910
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7LQ2 100-1
Dusk switches

The cable length between the device and the light sensor must not exceed a 
maximum of 50 m. The conductor cross-section must be a minimum of 
2 x 0.75 mm².
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* You can order this quantity or a multiple thereof.




